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DIRECTIONS TO SITE:

FROM RICHMOND:

TAKE 1-64 TO US—17 IN CHESAPEAKE AND FOLLOW INTO NORTH CAROLINA. AFTER
APPROXIMATELY 50 MILES, TURN LEFT ONTO SR—12. FOLLOW SR—-12 FOR APPROXIMATELY 2
MILES AND THE SITE WILL BE ON THE LEFT. THE ACCESS TO THE SITE IS LOCATED IN THE
EXISTING PARKING LOT.
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VICINITY MAP

NOT TO SCALE

NF610

| 48-A OCEAN BOULEVARD
SOUTHERN SHORES, NC 27949

PROJECT DESCRIPTION:

INSTALLATION AND OPERATION OF
ANTENNAS AND ASSOCIATED EQUIPMENT
INSIDE A NEW FENCED COMPOUND
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RAW LAND
FLAG POLE

148-A OCEAN BLVD
SOUTHERN SHORES, NG

APPROVAL |
VELOCITEL SITE ACQUISITION: SIGNATURE DATE AT&T REGULATORY SIGNATURE DATE
VELOCITEL ZONING: SIGNATURE DATE AT&T RF: SIGNATURE DATE
VELOCITEL CONSTRUCTION: SIGNATURE DATE AT&T CONSTRUCTION: SIGNATURE DATE
REV. NO. DESCRIPTION BY DATE | REV. NO. DESCRIPTION BY DATE
1 PRELIMINARY ZONING DRAWINGS oww  4/2/13 4 REVISED FINAL ZONING DRAWINGS owWw  6/10/13
P FINAL ZONING DRAWINGS OWW  4/5/13 5 REVISED FINAL ZONING DRAWINGS oww  8/8/13
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CONSULTING TEAM PROJECT SUMMARY SHEET INDEX
WARREN WILLIAMS & ASSOCIATES NF610 T—1 TITLE SHEET
736 CARNEROS CIRCLE 148—A OCEAN BOULEVARD
HIGH POINT, NC 27265 SOUTHERN SHORES, NC 27949 T-2 LEGEND & ABBREVIATIONS
PROJECT MANAGER: WARREN WILLIAMS, P.E.
TELEPHONE: (757) 450-2288 LANDLORD INFORMATION: N—1 GENERAL NOTES
SOUTHERN SHORES
CVIC ASSOCIATION c-1 SURVEY NOTES & LEGAL DESCRIPTIONS
SURVEY:
CAUSEWAY CONSULTANTS, PC c-1A SURVEY AND SITE PLAN
1005 S. BATTLEFIELD BLVD, SUITE B
CHESAPEAKE, VA 23322 c-2 ENLARGED SITE PLAN
CONTACT: EDDIE T. WHITE, LS
TELEPHONE: (757) 482-0474 APPLICANT INFORMATION: c-3 ELEVATION VIEW
FAX: — AT&T MOBILITY
(757) 482-9870 LIBERTY PLAZA 1 A-1 SHELTER ELEVATIONS
SOIL_ENGINEER: 4801 COX ROAD, SUITE 300
GEOENVIRONMENTAL RESOURCES, INC. (GER) GLEN ALLEN, VA 23060 S—1 FOUNDATION PLAN
CONTACT: CHARLES CRAWLEY, PE
TELEPHONE: (757) 4633200 PROJECT DATA: s-2 STRUCTURAL SPECIFICATIONS
ZONING RS—1 L-1 LANDSCAPE PLAN
JURISDICTION TOWN OF SOUTHERN SHORES
STRUCTURAL ENGINEERING: TAX MAP NO. 986707784722
WARREN WILLIAMS & ASSOCIATES SITE TYPE RAWLAND
736 CARNEROS CIRCLE TOWER TYPE FLAG POLE
HIGH POINT, NC 27265 TOWER HEIGHT 130’
CONTACT: JASON CANFIELD, P.E. LEASE AREA 1550 SF
TELEPHONE: (757) 450-2288 AREA OF LAND
DISTURBANCE 1530 SF
POWER COMPANY: LATITUDE: 36" 7' 14.9906”" N
LONGITUDE: 75" 43" 2527217 W
DOMINION NORTH CAROLINA POWER COMPANY ,
CONTACT: CUSTOMER SERVICE GROUND ELEV. (AMSL): 9.1
TELEPHONE: 1-866—366—4357 DECLINATION:
TELEPHONE COMPANY: 10.96° W CHANGING BY 0.02° W PER YEAR
E%?#Péf CUSTOMER SERVICE ' SHEET TOTAL:
: FACILITY IS UNMANNED AND NOT FOR HUMAN  HABITATION.
TELEPHONE: 1-252-715-1828 SITE WILL NOT BE SERVED BY CITY SEWER OR WATER. L
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1P, 2P, & 3P
A/C
ADJ
AFF
AGL
APPROX
ASTM
AWG

A OR AMP
BLDG
BLK
BMR
B/S
cu

co

c

cB

CKT
CLG
CLR
CONC
CONST
CONT
CFC

DB

DBL

ABBREVIATIONS & SYMBOLS LIST

SINGLE POLE, TWO POLE, & THREE POLES NEUT
AIR CONDITIONING N
ADJUSTABLE NA
ABOVE FINISH FLOOR NIC
ABOVE GROUND LEVEL NTS
APPROXIMATELY OFCI
AMERICAN SOCIETY FOR TESTING AND MATERIALS 0C
AMERICAN WIRE GAUGE oD
AMPERE OPNG
BUILDING OPP
BLOCK OHT/OHP
BASE MOBILE RADIO OHP
BUILDING STANDARD OHT
COPPER 0z
CLEAN OUT PG
CONDUIT SIZE AS NOTED PIN(F
CIRCUIT BREAKER PIN(S
CIRCUIT PJF
CEILING PLYWD
CLEAR PR
CONCRETE PROJ
CONSTRUCTION PROP
CONTINUOUS PSI
CONTRACTOR FURNISHED CONTRACTOR INSTALLED PSF
DEED BOOK PT
DOUBLE PVC
DIAMETER RAD
DIAGONAL RECEPT
DIMENSION REQ'D
DOWN RM
DETAIL RO
DRAWING S
DUAL ELEMENT FUSES SwW
EAST SCH
EACH SHT
ELEVATION SIM
ELECTRICAL SPEC
EQUAL sQ
EQUIPMENT SS
EACH WAY STL
EXISTING STRUCT
EXTERIOR SUSP
ELECTRICAL METALLIC TUBING THRD
EMPTY CONDUIT THRU
FINISH ™
FLUORESCENT TNND
FLOOR TOC
FOOT P
GALVANIZED STEEL CONDUIT UON
GROUND UG
GAUGE VERT
GALVANIZE(D) VIF
GENERAL CONTRACTOR VT
GLOBAL POSITIONING SYSTEM w/
GYPSUM WALL BOARD WDW
HARDWOOD w
HIGH STRENGTH w/0
HORIZONTAL W
HOUR WP
HEIGHT XFRM
HEATING, VENTILATION AND AIR CONDITIONING

INSIDE DIA.

INCH X
INFORMATION

INSULATION &
KILOWATTS

POUND(S) ¢
LONG

MAXIMUM R
MECHANICAL

METAL @
MANUFACTURER

MANAGER #
MINIMUM

MISCELLANEOUS

MILES PER HOUR

MOUNTED

NEUTRAL

NORTH

NOT APPLICABLE
NOT IN CONTRACT
NOT TO SCALE

OWNER FURNISHED, CONTRACTOR INSTALLED

ON CENTER
OUTSIDE DIAMETER
OPENING

OPPOSITE

OVERHEAD TELEPHONE/OVERHEAD POWER

OVERHEAD POWER
OVERHEAD TELEPHONE
OUNCE

PAGE

PIN FOUND

PIN SET

POLYVINYL JOINT FILLER
PLYWOOD

PAIR

PROJECT

PROPERTY

PER SQUARE INCH

PER SQUARE FOOT
PRESSURE TREATED
SCHEDULE 40 PLASTIC CONDUIT.
RADIATION

RECEPTACLE

REQUIRED

ROOM

ROUGH OPENING
SOUTH

SWITCH
SCHEDULE
SHEET

SIMILAR
SPECIFICATION
SQUARE
STAINLESS STEEL
STEEL
STRUCTURAL
SUSPENDED
THREADED
THROUGH

TAX MAP

TINNED

TOP OF CONCRETE
TYPICAL

UNLESS OTHERWISE NOTED
UNDERGROUND
VERTICAL

VERIFY IN FIELD
VINYL TILE

WITH

WINDOW

WEST

WITHOUT

WATTS
WEATHERPROOF
TRANSFORMER

ANGLE

AND

CENTER LINE
PROPERTY LINE, PLATE
AT

NUMBER

!
|

o9 AviS

REVISION

NOTE REFERENCE

DETAIL REFERENCE

ELEVATION
REFERENCE

SECTION
REFERENCE

NORTH ARROW

NORTH ARROW
WITH MAGNETIC
DECLINATION

EXISTING EW

NSO \AAAAAANS
TN /
/ ?\\//
14.5
S S S

CONCRETE
PROPERTY LINE

LEASE AREA
EASEMENT

BUILDING (FOOTPRINT)
POWER POLE
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SITE WORK GENERAL NOTES:

NOTES:

1. THE SUBCONTRACTOR SHALL CONTACT UTILITY LOCATING SERVICES PRIOR
TO THE START OF CONSTRUCTION.

2. ALL EXISTING ACTIVE SEWER, WATER, GAS, ELECTRIC, AND OTHER UTILITIES
WHERE ENCOUNTERED IN THE WORK, SHALL BE PROTECTED AT ALL TIMES,
AND WHERE REQUIRED FOR THE PROPER EXECUTION OF THE WORK, SHALL
BE RELOCATED AS DIRECTED BY CONTRACTOR. EXTREME CAUTION SHOULD BE
USED BY THE SUBCONTRACTOR WHEN EXCAVATING OR DRILLING PIERS
AROUND OR NEAR UTILITIES. SUBCONTRACTOR SHALL PROVIDE SAFETY
TRAINING FOR THE WORKING CREW. THIS WILL INCLUDE BUT NOT BE LIMITED
TO A) FALL PROTECTION B) CONFINED SPACE C) ELECTRICAL SAFETY D)
TRENCHING & EXCAVATION.

3. ALL SITE WORK SHALL BE AS INDICATED ON THE DRAWINGS AND PROJECT
SPECIFICATIONS.

4. IF NECESSARY, RUBBISH, STUMPS, DEBRIS, STICKS, STONES AND OTHER
REFUSE SHALL BE REMOVED FROM THE SITE AND DISPOSED OF LEGALLY.

5. ALL EXISTING INACTIVE SEWER, WATER, GAS, ELECTRIC AND OTHER
UTILITIES, WHICH INTERFERE WITH THE EXECUTION OF THE WORK, SHALL BE
REMOVED AND/OR CAPPED, PLUGGED OR OTHERWISE DISCONTINUED AT
POINTS WHICH WILL NOT INTERFERE WITH THE EXECUTION OF THE WORK,
SUBJECT TO THE APPROVAL OF CONTRACTOR, OWNER AND/OR LOCAL
UTILITIES.

6. SUBCONTRACTOR SHALL MINIMIZE DISTURBANCE TO EXISTING SITE DURING
CONSTRUCTION.

7. THE SUBCONTRACTOR SHALL PROVIDE SITE SIGNAGE IN ACCORDANCE WITH
THE CINGULAR SPECIFICATION FOR SITE SIGNAGE.

8. THE SITE SHALL BE GRADED TO CAUSE SURFACE WATER TO FLOW AWAY
FROM THE BTS EQUIPMENT AND TOWER AREAS.

9. NO FILL OR EMBANKMENT MATERIAL SHALL BE PLACED ON FROZEN
GROUND. FROZEN MATERIALS, SNOW OR ICE SHALL NOT BE PLACED IN ANY
FILL OR EMBANKMENT.

10. THE SUB GRADE SHALL BE COMPACTED AND BROUGHT TO A SMOOTH
UNIFORM GRADE PRIOR TO FINISHED SURFACE APPLICATION.

11. THE AREAS OF THE OWNERS PROPERTY DISTURBED BY THE WORK AND
NOT COVERED BY THE TOWER, EQUIPMENT OR DRIVEWAY, SHALL BE GRADED
TO A UNIFORM SLOPE, AND STABALIZED TO PREVENT EROSION.

12. SUBCONTRACTOR SHALL MINIMIZE DISTURBANCE TO EXISTING SITE DURING
CONSTRUCTION.  EROSION CONTROL MEASURES, IF REQUIRED DURING
CONSTRUCTION, SHALL BE IN CONFORMANCE WITH THE LOCAL JURISDICTION'S
GUIDELINES FOR EROSION AND SEDIMENT CONTROL.

STRUCTURAL STEEL NOTES:
NOTES:

1. ALL STEEL WORK SHALL BE PAINTED IN ACCORDANCE WITH THE
PROJECT SPECIFICATIONS AND IN ACCORDANCE WITH ASTM A36
UNLESS OTHERWISE NOTED.

2. ALL WELDING SHALL BE PERFORMED USING E70XX ELECTRODES
AND  WELDING SHALL CONFORM TO AISC. WHERE FILLET WELD SIZES
ARE NOT SHOWN, PROVIDE THE MINIMUM SIZE PER TABLE J2.4 IN
THE AISC "MANUAL OF STEEL CONSTRUCTION”. PAINTED SURFACES
SHALL BE TOUCHED UP.

3. BOLTED CONNECTIONS SHALL BE ASTM A325 BEARING TYPE
(3/47@) CONNECTIONS AND SHALL HAVE MINIMUM OF TWO BOLTS
UNLESS NOTED OTHERWISE.

4. NON-STRUCTURAL CONNECTIONS FOR STEEL GRATING MAY USE
5/8” DIA. ASTM A 307 BOLTS UNLESS NOTED OTHERWISE.

5. INSTALLATION OF CONCRETE EXPANSION/WEDGE ANCHOR, SHALL BE
PER MANUFACTURER’S WRITTEN RECOMMENDED PROCEDURE. THE
ANCHOR BOLT, DOWEL OR ROD SHALL CONFORM TO MANUFACTURER’S
RECOMMENDATION FOR EMBEDMENT DEPTH OR AS SHOWN ON THE
DRAWINGS. NO REBAR SHALL BE CUT WITHOUT PRIOR CONTRACTOR
APPROVAL WHEN DRILLING HOLES IN CONCRETE. SPECIAL
INSPECTIONS, REQUIRED BY GOVERNING CODES, SHALL BE PERFORMED
IN ORDER TO MAINTAIN MANUFACTURER’'S MAXIMUM ALLOWABLE LOADS.

6. ALL EXPANSION/WEDGE ANCHORS SHALL BE STAINLESS STEEL OR
HOT DIPPED GALVANIZED. THE ANCHOR BOLT DOWEL AND ROD SHALL
BE STAINLESS STEEL WITH STAINLESS STEEL WASHERS.

CONCRETE AND REINFORCING STEEL NOTES:

. ALL CONCRETE WORK SHALL BE IN ACCORDANCE WITH THE ACI 301,

ACI 318, AClI 336, ASTM A184, ASTM A185, ASTM C31, ASTM C172 AND
THE DESIGN AND CONSTRUCTION SPECIFICATION FOR CAST—IN—PLACE
CONCRETE.

. ALL CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH OF

4000 PSI AT 28 DAYS, UNLESS NOTED OTHERWISE.

. REINFORCING STEEL SHALL CONFORM TO ASTM A 615, GRADE 60,

DEFORMED UNLESS NOTED OTHERWISE. WELDED WIRE FABRIC SHALL
CONFORM TO ASTM A 185 WELDED STEEL WIRE FABRIC UNLESS NOTED
OTHERWISE. SPLICES SHALL BE CLASS "B" AND ALL HOOKS SHALL BE
STANDARD, UNO.

- THE FOLLOWING MINIMUM CONCRETE COVER SHALL BE PROVIDED FOR

REINFORCING STEEL UNLESS SHOWN OTHERWISE ON DRAWINGS:

CONCRETE CAST AGAINST EARTH........ 3 IN.
CONCRETE EXPOSED TO EARTH OR WEATHER:

6 AND LARGER .....coveiviriiiinniiins 2 IN.
5 AND SMALLER & WWF......... 1.1/2 N

CONCRETE NOT EXPOSED TO EARTH OR WEATHER OR NOT
CAST AGAINST THE GROUND:

SLAB AND WALL .......ocooeeiniinn 3/4 IN.
BEAMS AND COLUMNS............... 1°1/2 IN.

. A CHAMFER 3/4”" SHALL BE PROVIDED AT ALL EXPOSED EDGES OF

CONCRETE, UNO, IN ACCORDANCE WITH ACI 301 SECTION 4.2.4.

. CONCRETE/EXPANSION ANCHORS SHALL BE STAINLESS STEEL.

INSTALLATION, SHALL BE PER MANUFACTURER’S WRITTEN RECOMMENDED
PROCEDURE. THE ANCHOR BOLT, DOWEL OR ROD SHALL CONFORM TO
MANUFACTURER’S RECOMMENDATION FOR EMBEDMENT DEPTH OR AS
SHOWN ON THE DRAWINGS. NO REBAR SHALL BE CUT WITHOUT PRIOR
ENGINEERING APPROVAL WHEN DRILLING HOLES IN CONCRETE.
EXPANSION BOLTS SHALL BE PROVIDED BY RAMSET/REDHEAD OR
APPROVED EQUAL.

9. THE SUBCONTRACTOR SHALL PROTECT EXISTING IMPROVEMENTS, PAVEMENTS, CURBS, LANDSCAPING AND
STRUCTURES. ANY DAMAGED PART SHALL BE REPAIRED AT SUBCONTRACTOR’S EXPENSE TO THE

10.

11.

12.

GENERAL NOTES

FOR THE PURPOSE OF CONSTRUCTION DRAWING, THE FOLLOWING DEFINITIONS SHALL APPLY:

CONTRACTOR — VELOCITEL
SUBCONTRACTOR — GENERAL CONTRACTOR (CONSTRUCTION)
OWNER — AT&T
OEM — ORIGINAL EQUIPMENT MANUFACTURE

PRIOR TO THE SUBMISSION OF BIDS, THE BIDDING SUBCONTRACTOR SHALL VISIT THE CELL SITE TO
FAMILIARIZE WITH THE EXISTING CONDITIONS AND TO CONFIRM THAT THE WORK CAN BE ACCOMPLISHED AS
SHOWN ON THE CONSTRUCTION DRAWINGS. ANY DISCREPANCY FOUND SHALL BE BROUGHT TO THE

ATTENTION OF CONTRACTOR.

ALL MATERIALS FURNISHED AND INSTALLED SHALL BE IN STRICT ACCORDANCE WITH ALL APPLICABLE
CODES, REGULATIONS, AND ORDINANCES. SUBCONTRACTOR SHALL ISSUE ALL APPROPRIATE NOTICES AND
COMPLY WITH ALL LAWS, ORDINANCES, RULES, REGULATIONS, AND LAWFUL ORDERS OF ANY PUBLIC

AUTHORITY REGARDING THE PERFORMANCE OF THE WORK.

ALL WORK CARRIED OUT SHALL COMPLY WITH ALL APPLICABLE MUNICIPAL AND UTILITY COMPANY
SPECIFICATIONS AND LOCAL JURISDICTIONAL CODES, ORDINANCES AND APPLICABLE REGULATIONS.

DRAWINGS PROVIDED HERE ARE NOT TO SCALE AND ARE INTENDED TO SHOW OUTLINE ONLY.

UNLESS NOTED OTHERWISE, THE WORK SHALL INCLUDE FURNISHING MATERIALS, EQUIPMENT,
APPURTENANCES, AND LABOR NECESSARY TO COMPLETE ALL INSTALLATIONS AS INDICATED ON THE

DRAWINGS.

THE SUBCONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS IN ACCORDANCE WITH

MANUFACTURER’S RECOMMENDATIONS UNLESS SPECIFICALLY STATED OTHERWISE.

IF THE SPECIFIED EQUIPMENT CANNOT BE INSTALLED AS SHOWN ON THESE DRAWINGS, THE
SUBCONTRACTOR SHALL PROPOSE AN ALTERNATIVE INSTALLATION FOR APPROVAL BY THE CONTRACTOR.

SUBCONTRACTOR SHALL DETERMINE ACTUAL ROUTING OF CONDUIT, POWER AND T1 CABLES, GROUNDING

CABLES AS SHOWN ON THE POWER, GROUNDING AND TELCO PLAN DRAWING.

SATISFACTION OF OWNER.

SUBCONTRACTOR SHALL LEGALLY AND PROPERLY DISPOSE OF ALL SCRAP MATERIALS SUCH AS COAXIAL
CABLES AND OTHER ITEMS REMOVED FROM THE EXISTING FACILITY. ANTENNAS REMOVED SHALL BE

RETURNED TO THE OWNER’S DESIGNATED LOCATION.

SUBCONTRACTOR SHALL LEAVE PREMISES IN CLEAN CONDITION.

CONSTRUCTION SHALL COMPLY WITH SPECIFICATION 24782—-000—3APS—AO0Z—-00002, "GENERAL

CONSTRUCTION SERVICES FOR CONSTRUCTION OF AT&T GSM SITES.
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SOIL _COMPACTION NOTES
FOR SLAB ON GRADE

NOTES:

1. EXCAVATE AS REQUIRED TO REMOVE VEGETATION & TOPSOIL EXPOSE UNDISTURBED

NATURAL SUBGRADE AND PLACE CRUSHED STONE AS REQUIRED.

2. COMPACTION CERTIFICATION: AN INSPECTION AND WRITTEN CERTIFICATION BY A QUALIFIED

GEOTECHNICAL TECHNICIAN OR ENGINEER IS ACCEPTABLE.

3. AS AN ALTERNATIVE TO INSPECTION AND WRITTEN CERTIFICATION, THE "UNDISTURBED

SOIL” BASE SHALL BE COMPACTED WITH "COMPACTION EQUIPMENT”, LISTED BELOW, TO AT
LEAST 90% MODIFIED PROCTOR MAXIMUM DENSITY PER ASTM D 1557 METHOD C.

4. COMPACTED SUBBASE SHALL BE UNIFORM & LEVELED. PROVIDE 6” MINIMUM CRUSHED
STONE OR GRAVEL COMPACTED IN 3" LIFTS ABOVE COMPACTED SOIL. GRAVEL SHALL BE

NATURAL OR CRUSHED WITH 100 % PASSING 1" SLEEVE.

COMPACTION EQUIPMENT:

HAND OPERATED DOUBLE DRUM, VIBRATORY ROLLER, VIBRATORY PLATE
COMPACTOR OR JUMPING COMPACTOR.
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SURVEY NOTES

1. TOPOGRAPHIC INFORMATION WAS TAKEN FROM A TOPOGRAPHIC SURVEY PERFORMED
BY CAUSEWAY CONSULTANTS, CHESAPEAKE, VA ON APRIL 1, 2013. NO BOUNDARY
SURVEY WAS PERFORMED BY CAUSEWAY CONSULTANTS..

2. THIS SURVEY WAS PREPARED WITHOUT THE BENEFIT OF A TITLE SEARCH/REPORT
AND MAY NOT SHOW ANY/ALL EASEMENTS AND RESTRICTIONS OF RECORD THAT MAY
EFFECT THE SUBJECT PROPERTY.

3. PROPERTY IS SUBJECT TO ALL EASEMENTS AND RESTRICTIONS OF RECORD.

4, FLOOD ZONE DETERMINATION IS BASED ON THE FLOOD INSURANCE RATE MAPS AND
DOES NOT IMPLY THAT THE PROPERTY WILL OR WILL NOT BE FREE FROM FLOODING
OR DAMAGE.

5. THIS PROPERTY APPEARS TO BE LOCATED IN THE F..R.M. ZONE "AE” ACCORDING
TO THE FEDERAL EMERGENCY MANAGEMENT AGENCY—NATIONAL FLOOD INSURANCE
COMMUNITY NUMBER 3720986700 J, DATED SEPTEMBER 20, 2006.

6. NO SUBSURFACE INVESTIGATION WAS PERFORMED BY CAUSEWAY CONSULTANTS.

7. MERIDIAN SOURCE FOR THIS SURVEY IS BASED UPON GRID NORTH. MAGNETIC
DECLINATION IS COMPUTED AND NOT OBSERVED.

8. NO WETLAND AREAS HAVE BEEN DELINEATED.

9. ALL PHYSICAL EVIDENCE OF UTILITIES SHOWN ON THIS SURVEY IS FROM SURFACE
EVIDENCE.

10. THE TEMPORARY BENCHMARK IS AN IRON PIN SET.

11. BASED ON THIS SURVEY, PERFORMED BY CAUSEWAY CONSULTANTS ON APRIL 1,
2013, THE NEW MONOPOLE TOWER HAS BEEN CERTIFIED BY CAUSEWAY
CONSULTANTS THAT THE COORDINATE LOCATION OF THE REFERENCED TOWER AT
THE REFERENCED SITE IS ACCURATE WITHIN 15't HORIZONTALLY AND THE
ELEVATION IS ACCURATE WITHIN 3't+ VERTICALLY. THE HORIZONTAL DATUM
(COORDINATES) ARE IN TERMS OF THE NORTH AMERICAN DATUM OF 1983 (NAD 83)
AND ARE EXPRESSED AS DEGREES, MINUTES, AND SECONDS. THE VERTICAL DATUM
(ELEVATIONS) ARE IN TERMS AS DEFINED BELOW AND ARE DETERMINED TO THE
NEAREST TENTH OF A FOOT.

PROPOSED 130’ FLAGPOLE TOWER
NAD 1983

LATITUDE: 36" 07’ 14.9906” N
LONGITUDE: 75" 43’ 25.2720" W
NAVD 88 ELEVATION: 9.1" AMSL

AT&T 34’X45’ LEASE AREA

A PROPOSED 34" FOOT BY 45 FOOT LEASE AREA ON PARCEL A, AMENDED PLAT
"B", SECTION 3, SOUTHERN SHORES RECORDED IN PLAT CABINET 1, SLIDE 36,
DARE COUNTY, NORTH CAROLINA, BEING MORE PARTICULARLY DESCRIBED AS
FOLLOWS;

BEGINNING AT AN IRON PIN AT THE SOUTHWEST CORNER OF THE INTERSECTION OF
OCEAN BOULEVARD AND THIRTY SECOND STREET AS SHOWN ON SAID PLAT,
THENCE S 25'29'19" E A DISTANCE OF 32.20° TO A POINT;

THENCE S 64°30'41" W A DISTANCE OF 4.00" TO A POINT BEING THE TRUE POINT
AND PLACE OF BEGINNING OF A 34" FOOT BY 45" FOOT LEASE AREA;

THENCE S 2529'19” E A DISTANCE OF 45.00° TO A POINT;

THENCE S 64°30'41" W A DISTANCE OF 34.00" TO A POINT;

THENCE N 25297197 W A DISTANCE OF 45.00° TO A POINT;

THENCE N 64°30'41” E A DISTANCE OF 34.00" TO A POINT;

WHICH IS THE TRUE AND PLACE OF BEGINNING HAVING AN AREA OF 1,530 SQUARE
FEET OR .035 ACRES.

AT&T 20’ ACCESS/UTILITY EASEMENT

A PROPOSED 20" INGRESS, EGRESS AND UTILITIES EASEMENT OVER AND ACROSS
PARCEL A AND A PORTION OF THIRTY SECOND STREET, AMENDED PLAT "B",

SECTION 3, SOUTHERN SHORES RECORDED IN PLAT CABINET 1, SLIDE 36, DARE
COUNTY, NORTH CAROLINA, BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS;

BEGINNING AT AN IRON PIN AT THE SOUTHWEST CORNER OF THE INTERSECTION OF
OCEAN BOULEVARD AND THIRTY SECOND STREET AS SHOWN ON SAID PLAT,
THENCE S 2529'19” E A DISTANCE OF 32.20° TO A POINT;

THENCE S 64°30'41" W A DISTANCE OF 20.00" TO A POINT;

THENCE N 25729719” W A DISTANCE OF 60.70° TO A POINT;

THENCE N 64°52709” E A DISTANCE OF 20.00" TO A POINT;

THENCE S 25729'19” E A DISTANCE OF 28.50° TO A POINT

WHICH IS THE POINT OF BEGINNING HAVING AN AREA OF

1,214 SQUARE FEET OR 0.028 ACRES.
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SITE NOTES

[

—
" 1. PRIOR TO CONSTRUCTION THE CONTRACTOR SHALL ASSUME THE RESPONSIBILITY OF D) at&t
>, LOCATING ANY UNDERGROUND UTILITIES (PUBLIC OR PRIVATE) THAT MAY EXIST AND E.__//
,\\ N 9 CROSS THROUGH THE AREA OF CONSTRUCTION THAT ARE NOT SHOWN ON THESE PLANS.
25 o) BEFORE YOU DIG, CALL "MISS UTILITY” AT 1-800-552-7001. THE CONTRACTOR SHALL oo TR RLAZAL
Sy, E | BE RESPONSIBLE FOR REPAIRING, AT HIS EXPENSE, ANY EXISTING UTILITIES DAMAGED LI ALLEN, VA 23060
4 : DURING CONSTRUCTION. L IO
%o '
o I 2. ALL EROSION AND SEDIMENT CONTROL DEVICES SHALL BE INSTALLED IN ACCORDANCE
Na { WITH THE LATEST EDITION OF VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK AT
|

THE FIRST PHASE OF CONSTRUCTION AND CHECKED PERIODICALLY TO ENSURE THEY

ARE FUNCTIONING AS INDICATED. .
5 _/+ Ve

ocitel

| complete wireless solution:
| 3. THE STOCKPILING OF EXCESS MATERIAL ON SITE WILL NOT BE ALLOWED. o e o e
GLEN ALLEN, VA 23060
' 4 4. ANY VEGETATED AREA DISTURBED BY CONSTRUCTION SHALL BE TOPSOILED AND SEEDED 804.217.8433
| g 2 TO RESTORE A PERMANENT VEGETATIVE COVER.
: 5.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING WITH MATCHING MATERIALS -,
4 —/ ANY PAVEMENT, DRIVEWAYS, WALKS, CURBS, ETC. THAT MAY BE CUT, OR THAT ARE VAV (<42
10 DAMAGED DURING CONSTRUCTION. warren williams & associates
@ N 736 CARNEROS CIRCLE]
— @ Q @ Ny 6. THE INDICATED DIRECTION OF NORTH WILL HAVE TO BE VERIFIED IN THE FIELD. THE o e PANT
. MAGNETIC DECLINATION INDICATED IS CALCULATED BASED ON THE LATITUDINAL AND 27265
N LONGITUDINAL COORDINATE GIVEN BY THE SURVEYOR. (757) 450-2285
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O 4.0 . NEW 34'X45" AT&T LEASE AREA/WALLED COMPOUND. SEE SHEET ///y@ VG NEC e O X
- iy C—4 FOR DETAILS. /////Pq/u.....-'\v@\\\\
\ 4 ’
< ) { NEW AT&T 130° FLAG POLE TO REPLACE EXISTING FLAG AN
i POLE. SEE ELEVATION VIEW, SHEET C—3. HT N
NEW UTILITY SERVICE STAND.
NEW 12’ GRAVEL ACCESS ROAD CONNECTING FROM PARKING LOT. NF610
NEW AT&T 20’ WIDE NON—EXCLUSIVE ACCESS/UTILITY EASEMENT. FLAG POLE
NEW AT&T 11'—5"X28' EQUIPMENT SHELTER ON AN ELEVATED STEEL
PLATFORM MOUNTED ON CONCRETE PIERS. SEE SHEETS A—1, S—1
& S—2 FOR DETAIS. 148-A OCEAN BLVD
. NEW AT&T ICE BRIDGE (APPROXIMATELY 8’ IN LENGTH) WITH 2 RUNS SOUTHERN SHORES, NG
T OF 6 ON 6 COAX INTO SHELTER AND UP INSIDE TOWER. 27949
N E GPS SHALL BE MOUNTED ON ICE BRIDGE SUPPORT POST CLOSEST TO TOWN OF SOUTHERN
\\ , SHELTER. SHORES
340 ADD GRAVEL IN COMPOUND AS NECESSARY. SRAT B e
. CHECKED BY: oWW
N TTV DATE:
REMOVE TREES AS NECESSARY. COMM NO: oo
N\ \\ SHEET TITLE:
NEW 500 WATT HALOGEN LAMP, INSTALLED AT AT&T EXPENSE BELOW
TOP OF WALL, METERED TO AT&T ELECTRIC METER (APPROXIMATE ENLARGED SITE PLAN
LOCATION SUBJECT TO RELOCATION BY SSCA AT TIME OF
CONSTRUCTION).
FOR 24" X 36" PLOT - 1" =5 0 5 10’ SHEET NUMBER:
m ENLARGED SITE PLAN FOR 11" X 17" PLOT — 1" = 10’ Eleld | C 2
&2/




NEW AT&T ANTENNAS INSIDE/_

RF TRANSPARENT CANISTER i

"
:;ﬂ
M——
10’—0” HIGH R.F. TRANSPARENT/'""

1
1
CANISTER (TYP. OF 3) i

FUTURE FIRE DEPARTMENT
OMNI ANTENNAS (BY OTHERS)

NEW AT&T 130’ FLAG POLE
(BY OTHERS)

NEW POLE TO BE PAINTED
WHITE.

NEW AT&T 34'X45’
WALLED COMPOUND.
CMU WALL WITH
SMOOTH STUCCO
FINISH PAINTED SAND
COLOR (TYP.) TO BE
10" HIGH

N\

12'x18" FLAG

127" AGL

C.L OF AT&T ANTENNAS

117" AGL

C.L OF AT&T ANTENNAS

91'—6" AGL ib

C.L OF FUTURE OMNI ANTENNAS
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ANTENNA LAYOUT
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NEW 130" AT&T FLAG POLE
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SHELTER NOTES

- at&dt

{((

1. MANUFACTURER FIBREBOND 3. SQUARE FOOTAGE OF SHELTER = 320 SF.
1A SHELTER TrPE D8743, 11'-5"X28’ 4. THE SHELTER IS TO BE CLASSIFIED AS AN UNMANNED STORAGE AND SEE SPECIFIC SHOP DRAWINGS
1B.ADDRESS 1300 DAVENPORT DRIVE .
MINDEN, LA 71055 EQUIPMENT SHELTER ONLY. FROM MANUFACTU RER I
2. DESIGN CRITERIA: 5. THIS SHELTER IS TO BE DESIGNED AND CONSTRUCTED IN 4801 COX ROAD, SUITE 300
FLOOR LIVE LOAD 150 PSF COMPLIANCE WITH ALL CODES AND DESIGN CRITERIA AS SET FORTH GLEN ALLEN, VA 23060
ROOF LIVE LOAD 105 PSF BY THE MANUFACTURER AS WELL AS MEETING THOSE OF THE TEL (804)270-2967
SNOW LOAD JURISDICTION. ©
Efﬂug%oiNgﬁO\lfvot%Aopg P 80 PSF 6. REFER TO THE FIBREBOND SHELTER DRAWINGS AND SPECIFICATIONS
o 87.4 PSF FOR MORE INFORMATION
SNOW EXPOSURE FACTOR, Ce 1.3 - ©
SNOW LOAD IMPORTANCE FACTOR, Is 1.2
THERMAL FACTOR, Ct 1.0 5 ve. OCl['e
WIND LOAD ELEVATION KEY T = :
BASIC WIND SPEED 150 MPH nplate w solutionsg
WIND IMPORTANCE FACTOR 115 4’6451%554’2550%”25%‘%5 8
804.217.8433
28'—4" [340"] - 11'-9" [1417] i
28'-0" [336"] EXTERIOR EXHAUST MAST 683" [REF.] ———F .
TO BE INSTALLED BY \ VI A
A‘” 1L - - =
w2z [REE SITE G/ ¢ warren williams & associates
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45X 2" X 6" DEEP/’}(

STAIRWAY SLAB, SEE !

SLAB DETAIL THIS SHEET}

13 -5"

4 -5

1"-6" ¢ PIER, TYP OF 2
SEE DETAIL THIS SHEET

11'=5"

3’ ¢ PIER, TYP OF 6
SEE DETAIL THIS SHEET

-

11°=0"

11'=0"

PIER LAYOUT

NOTE:

PIER LAYOUT AND SHELTER TIE DOWN ARE AS SPECIFIED BY MANUFACTURER.
MANUFACTURER TO PROVIDE CHANNEL AND SHELTER TO CHANNEL CONNECTION
SPECIFICATIONS. SHELTER FLOOR SLAB TO BE DESIGNED TO SPAN BETWEEN
PIERS UNSUPPORTED.

FINISH GRADE

1'-2 3/8"

7 3/16"

SLAB DETAIL

CONCRETE SLAB,
SEE PLAN

6x6 — W2.0xW2.0 WWF

COMPACTED STONE
SUBBASE 1’0" DP

MIRAFI 500X
STABILIZATION
FABRIC OR EQUAL

NQOT TO SCALE
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(4) 5/8" ¢ AB.
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VERIFY IN FIELD

#4 BARS

MN #3 TIES

EXISTING BASEPLATE
VERIFY SIZE IN FIELD

MIN #3 TIES AT 3" OC.

i

(6) #4 BARS
MIN #3 TIES AT 6" 0.C.

1’_6”

# CONCRETE PIER FOR STAIRWAY
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VERIFY IN FIELD
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#4 TES
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EBE Ly [ (GRAVEL)
J T T NS : < 2 4 [ [ [ [
e e
RN |2 2] | ORI IR
RRGRLLRLIGLL Bl SNV
NN w I
TS | . KR
R = KA \
*Z . 4
= : = COMPACTED
v SUBGRADE
T PR T CONCRETE PIER
N - T #6
I E e 3" MIN. COVER
] . By
~4 5]
< L
#4 TIES AT
6" 0.C. (TYP.)

PLATFORM
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STRUCTURAL SPECIFICATIONS:
DESIGN NOTES

1.

STRUCTURAL DESIGN IN ACCORDANCE WITH THE MANUFACTURER’S DESIGN
CRITERIA' AND SPECIFICATIONS AND MUST MEET ALL APPLICABLE CODES OF
THE GIVEN JURISDICTION.

EXCAVATION

1.

SELECT FILL MATERIAL: ASTM D 2487 SOIL CLASSIFICATION GROUPS GW, GP,
GM, SW, SP, AND SM, OR A COMBINATION OF THESE GROUP SYMBOLS; FREE
OF WASTE, FROZEN MATERIALS, AND VEGETATION, WITH LESS THAN 5 PERCENT
BY WEIGHT RUBBLE. RUBBLE SHALL BE NO LARGER THAN 4 INCHES IN

ANY DIRECTION.

PIER SHALL NOT BE PLACED IN FROZEN GROUND.

DESIGN ALLOWABLE SOIL BEARING PRESSURE IS 2000 PSF ON SUITABLE
RESIDUAL SOIL OR PROPERLY COMPACTED STRUCTURAL FILL. STRUCTURAL FILL
SHALL BE COMPACTED TO A MINIMUM OF 95% OF THE STANDARD PROCTOR
MAXIMUM DRY DENSITY (ASTM D—698).

AFTER EXCAVATIONS ARE MADE, THE BOTTOMS SHALL BE INSPECTED TO VERIFY
THAT THE SUPPORTING SOILS ARE SUITABLE FOR BEARING AND ARE CAPABLE
OF SUPPORTING THE DESIGN ALLOWABLE BEARING PRESSURE OF 2000 PSF.

CONCRETE

1.

9.

10.
11.

CONCRETE CONSTRUCTION SHALL COMPLY WITH PROVISIONS OF THE FOLLOWING
CODES, SPECIFICATIONS, AND STANDARDS: AMERICAN CONCRETE INSTITUTE (ACI)
301, SPECIFICATIONS FOR STRUCTURAL CONCRETE; ACI 318, "BUILDING CODE
REQUIREMENTS FOR STRUCTURAL CONCRETE”.

CONCRETE SHALL BE NORMAL WEIGHT, 6% AIR ENTRAINED AND HAVE A
MINIMUM 28 DAY COMPRESSIVE STRENGTH OF 4000 PSI. SUBMIT MIX DESIGN
FOR APPROVAL.

CONCRETE MATERIALS SHALL BE IN ACCORDANCE WITH THE FOLLOWING:

PORTLAND CEMENT ASTM C 150, TYPE 1

FLY ASH ASTM C 618, TYPE F
(NOT TO EXCEED 15%
OF CEMENT BY WEIGHT)

NORMAL WEIGHT AGGREGATES ASTM C 33
WATER POTABLE
AIR—ENTRAINING ADMIXTURE ASTM C 260
WATER REDUCING ADMIXTURES ASTM C 494, TYPE A &
ASTM C 494
TYPE F OR G

ACCELERATING ADMIXTURE ASTM C 494, TYPE E
RETARDING ADMIXTURE ASTM C 494, TYPE D

REINFORCING STEEL SHALL BE DEFORMED BARS IN ACCORDANCE WITH
ASTM A—-615, GRADE 60. REINFORCING MARKED CONTINUOUS SHALL BE
LAPPED 36 BAR DIAMETERS AT SPLICES.

WELDED WIRE FABRIC SHALL CONFORM TO ASTM A82 AND A185. LAP ONE
FULL MESH SPACING AND TIE.

SUPPORT REINFORCING AND WELDED WIRE FABRIC ON METAL CHAIRS OR
BOLSTERS.

MINIMUM CONCRETE COVER FOR REINFORCING SHALL BE IN ACCORDANCE WITH
AClI 318—99 UNLESS OTHERWISE INDICATED.

ALL COLD WEATHER CONCRETE CONSTRUCTION SHALL CONFORM TO ACI 306R,
"COLD WEATHER CONCRETING.”

ALL HOT WEATHER CONCRETE CONSTRUCTION SHALL CONFORM TO ACI 305R,
"HOT WEATHER CONCRETING.”

CURING COMPOUND SHALL COMPLY WITH ASTM C 3089, TYPE |, CLASS B.
TOPS OF ALL PIERS SHALL BE COPLANAR.

STEEL

1.

ALL STEEL ANGLES AND PLATES SHALL BE ASTM A36, ALL BOLTS SHALL BE
ASTM A325, ALL THREADED ROD MATERIAL SHALL BE ASTM A307, AND STEEL
PIPE SHALL BE ASTM A53, GRADE B, UNLESS OTHERWISE NOTED. ALL
STRUCTURAL STEEL SHALL BE GALVANIZED AFTER FABRICATION.

ALL STRUCTURAL STEEL WORK SHALL BE IN ACCORDANCE WITH THE NINTH
EDITION OF THE "MANUAL OF STEEL CONSTRUCTION ALLOWABLE STRESS
DESIGN”, OF THE AMERICAN INSTITUTE OF STEEL CONSTRUCTION, INCLUDING
CURRENT REVISIONS.

=,
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T >

. THE CONTRACTOR SHALL PROVIDE THE QUANTITIES REQUIRED TO COMPLETE PROPOSED PLANTING AS SHOWN ON THE

DESCRIPTION EXISTING | TO BE PLANTED SPACING HEIGHT GENERAL NOTES: [
VA 6 : 1. THE CONTRACTOR SHALL VERIFY THAT TOTAL QUANTITIES INDICATED IN THE PLANT LIST OR SCHEDULE AGREES WITH bf‘
LC—LEYLAND 0 12" MINIMUM QUANTITIES SHOWN ON PLANTING LAYOUT. |IF DISCREPANCIES, USE TOTAL OF QUANTITIES SHOWN ON PLANTING \__/ a &
CYPRESS (20) TO BE PLANTED |CENTER TO CENTER | oT MATURITY CAYOUT. N /

LANDSCAPE  PLAN.

LIBERTY PLAZA 1

4801 COX ROAD, SUITE 300
GLEN ALLEN, VA 23060
TEL (804)270-2967

98

. CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE.

fSoan
NOTE: % , 3
%AT @
a2 4. ALL BEDS SHALL BE CLEAN AND WEEDED.
5
6

PLANTING VARIETY SELECTED IS PROJECTED TO REACH 60'L70" HEIGH

. ALL AREAS NOT PAVED OR PLANTED SHALL BE SEEDED.

. PROVIDE ALL NECESSARY PLANT MATERIALS, LABOR, TOOLS, AND MATERIALS TO COMPLETE THIS PROJECT IN A
WORKMANLIKE, PROFESSIONAL MANNER.

B\ clociel

complarte wireless colutions

4164 _INNSLAKE DRIVE, SUITE B
GLEN ALLEN, VA 23060

- ALL TREES, SHRUBS, AND GROUND COVERS SHALL BE SPECIMEN QUALITY (AMERICAN ASSOCIATION OF NURSERYMEN
STANDARDS), SHALL BE NURSERY— GROWN, AND IN A HEALTHY, INSECT AND DISEASE—FREE, CONDITION.
8. NO SUBSTITUTIONS OF SIZE OR VARIETY OF PLANT MATERIAL WITHOUT PRIOR APPROVAL OF LANDSCAPE DESIGNER.

9. STAKE TREES ACCORDING TO AA.N. (AMERICAN ASSOCIATION OF NURSERYMEN) STANDARDS. 604.217.6433
10. "B&B” INDICATES BALLED AND BURLAPPED.
11. "CON” INDICATES CONTAINERIZED PLANTS. i A i, A
12. ALL TREES AND SHRUBS HAVE BEEN LOCATED WITH RESPECT TO PROPOSED OR EXISTING UTILITIES AS ACCURATELY AS i = =
> POSSIBLE. FIELD VERIFY LOCATIONS FOR ALL UTILITIES PRIOR TO INSTALLING PLANT MATERIAL. warren williams & associates
< 13. VERIFY ALL DIMENSIONS IN THE FIELD, NOTIFY OWNER AND LANDSCAPE DESIGNER OF ANY VARIANCE FROM PLANS. 736 CARNEROS CIRCLE
14. PROVIDE OWNER FULL 12 MONTHS MATERIAL AND LABOR GUARANTEE ON ALL PLANT MATERIAL. NORTH CAROLINA
757) 450-2288
15. THOROUGHLY WATER ALL PLANT MATERIAL AFTER PLANTING AND MULCHING. FERTILIZE ALL PLANT MATERIAL AFTER (o
WATERING. APPLY SLOW RELEASE FERTILIZER TO ALL PLANTS PER MANUFACTURER’S DIRECTIONS ON LABEL AT NO.
PLANTING. ] 4/2/13 |PRELIM ZONING DWGS
16. SOAK BARE ROOT PLANTS IN LIQUID SEAWEED SOLUTION FOR ONE—HALF HOUR @ DOUBLE STRENGTH, AND GENTLY BY: KWB_|[CHK: OWW _APP'D: OWW
PRUNE ROOTS BEFORE PLANTING. 4/5/13 |FINAL ZONING DWGS
\ . 2 BY KWB [CHK: OWN _APPD: OWW
. 8.5 17. PRUNE ALL PLANT MATERIAL — REMOVE RANK AND DEAD GROWTH ONLY. PRUNE FOR NATURAL SHAPE PER SPECIES. 4/78/13 [REV FINAL ZONNG DWGS
\ 3 [BY: KWB [CHK: OWW _APP'D: OWW
18. MULCH TO BE 2” MIN DEPTH SHREDDED HARDWOOD BARK MULCH IN ALL BED AREAS. o [B/10/13_|REV FINAL ZONING DWGS
» BY: KMB |CHK: OWW  APP'D: OWW
19. IN PLANTING BEDS, OMIT THE COMPACTED EARTH SAUCER AND COVER THE BEDS WITH MULCH (2” MIN DEPTH). AT 5/713REV FINAL ZONNG DWGS
| HEDGE ROWS PROVIDE MULCH IN A CONTINUOUS BED. ALL GROUPINGS OF SHRUBS SHALL BE INSTALLED IN C LA G Skl
CONTINUOUS MULCH BEDS. : : :
\ 20. TREE AND SHRUB PITS SHALL BE 3 TIMES SIZE OF ROOT BALL AND BACK FILLED WITH FOLLOWING SOIL MIXTURE 9/12/13 |REV FINAL ZONING DWGS
THOROUGHLY MIXED: 2 PARTS JAMES RIVER SAND, 2 PARTS COMPOSTED HORSE MANURE OR CATTLE MANURE, OR 6 [BY: ALB [CHK: OWW APPD: OWW
P | ORGANIC COMPOST, AND 6 PARTS GOOD QUALITY TOPSOIL. —
3 9906. | \ / 10 21. PREPARE SOIL WITH HI CALCIUM LIME @ RATE AS SHOWN ON SEEDING TABLES, SHEET L-2.
. NO LANDSCAPE oﬁf(ms WALL DUE S o> | e 4@/r
N TO PROPOSED SIGNAGE. REFER TO 20.0 | R 22. TEST SOIL BEFORE PLANTING AND ADD PROPER SOIL AMENDMENTS TO SOIL TO ESTABLISH ph OF 6.5.
RS SHEET A—5 UNLESS SSCA ELECTS I (&
AR TO DELAY OR RELOCATE SIGNAGE, I \ e
AR IN WHICH EVENT LC PLANTING WILL \ i /. L 50 L
< CONTINUE AROUND SOUTH WALL | | 7~ 1 SPREAD 1
e Voo [ o
(> / N 7 TREE CALIPER SHALL BE ANY PRUNING SHALL BE

MEASURED AT 4 1/2 FEET \
ABOVE GRADE.

COMPLETED AT THE
DIRECTION OF THE
ARCHITECT.

REMOVE CHORDS FROM THE TOP

1/3 OF THE ROOTBALL AND
FROM AROUND BASE OF TRUNK.

<y RN
USE 1/2" DIAMETER REINFORCED o [N
RUBBER HOSE TIED WITH 12 -
GUAGE GALVANIZED WIRE OR NYLON
WEB GUYS; 3 GUYS MIN. PER
TREE — EVENLY SPACED. USE
WHITE FLAGGING RIBBON.

MINIMUM 3" SHREDDED
MELALEUCA OR EUCALYPTUS
MULCH. KEEP 6" (MIN) FROM
BASE OF TRUNK.

NF610
RAW LAND
FLAG POLE

BUILD 4"—6" CONTINUOUS
SAUCER AROUND THE TREE PIT
TO HOLD WATER.

TOP OF BURLAP BALL SHALL BE
AT LEAST 1" ABOVE THE FINISH
GRADE.

DIAMETER OF THE HOLE SHALL

FILL MATERIAL SHALL CONSIST OF
PREPARED PLANTING SOIL.

148—A OCEAN BLVD
SOUTHERN SHORES, NG

2 x 4 x 24" STAKE

- 27949
SERETCBI NF— TOWN OF SOUTHERN
HOLE SHALL BE 2’ LARGER THAN 77? m:m: NOTES: SHORES
THE BALL DIAMETER. : L 10 TOP OF ROOT BALL SHALL ‘
| ‘:7 S g \*M* BE AT LEAST 1/2” ABOVE CRECKED 6% P
= I=H =T = THE FINISH GRADE. IV DATE 3721/13
ROOTBALLS GREATER THAN 2° IN — | === 5 NO NALS SHALL BE DRIVEN —

DIAMETER SHALL SIT ON MOUND
OF UNDISTURBED SOIL TO
PREVENT SETTLING. BALLS

SMALLER THAN 2’ IN DIAMETER

MAY SIT ON COMPACTED EARTH.

INTO TREE. TRUNK SHALL BE
FREE OF ANY MAJOR SCARS.

LANDSCAPE PLAN

SHEET NUMBER:

L-1

“T{ForR 74" X 36PLOT-— 1"

FOR 11" X 17" PLOT — 1"

10° 0 10’ 0'
20 il

r\ TREE PLANTING DETAIL

L—1 NOT TO SCALE

/1\__LANDSCAPE PLAN

L—1
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